
Следует отметить, что именно такие полосы яв-
ляются местом образования мелких равноосных зе-
рен. Подобные структуры отмечены в сплавах с вы-
соким содержанием кремния. В некоторых локаль-
ных местах ЗТВ образованные мелкие равноосные
зерна окружены эвтектикой (рис. 9, г).

Таким образом, несмотря на то, что в сплавах
разных типов с отличающимся содержанием крем-
ния образуется разное количество частиц силицидов
различной формы и размеров, все же отмечаются
сходные тенденции в формировании структуры
сварных соединений при ЭЛС. В участках ЗТВ, где
металл нагревался ниже температуры полиморфно-
го превращения Tп.п, для всех сплавов обнаружены
строчечные скопления частиц силицидов, ориенти-
рованные вдоль проката. В участках ЗТВ, где ме-
талл нагревался выше Tп.п, можно зафиксировать
измельчение зерна не только в α-сплавах с высоким,
но и в α+β-сплаве с низким содержанием кремния.
В металле шва также можно обнаружить измельче-
ние зерна как для α-сплавов с высоким содержани-
ем кремния, так и для псевдо α-, α+β-сплавов с
низким содержанием кремния. Таким образом, си-

лициды кремния, содержащиеся в этих сплавах,
способствуют измельчению зерна в металле шва и
ЗТВ, блокируя границы растущих зерен и проявляя
модифицирующий эффект.
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The book considers peculiarities of metallurgical production of titanium
and zirconium ingots by the electron beam melting method. Mechanisms
and patterns of behaviour of impurities, non-metallic inclusions and alloy-
ing elements during the process of electron beam melting of titanium and
zirconium are detailed. Optimal technological parameters for melting of
high-reactivity metals are suggested, providing high quality, technical and
economic indices of this metallurgical process. Quality characteristics of
the resulting ingots, including their chemical composition, micro- and mac-
rostructure, as well as some mechanical properties of metal in the cast and
wrought states, are given. Flow diagrams of melting and glazing of surfaces
of the ingot are presented, and specific features of designs of electron beam
units are described.

The book is meant for scientists, engineers and technicians, as well as
for students of metallurgical departments of institutes of higher education.
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